
Formulation Overview
Capture LFR is a 1.5 lb/gal product formulated as a Suspension Concentrate (SC).

 Capture LFR is designed to have superior mixing and stability in liquid fertilizer solutions common to 
planting time pop-up fertilizers as well as mixing very well with water carriers.

 The active ingredient bifenthrin is a very finely dispersed  crystalline solid suspended in water to form the
Capture LFR formulation.

 Occasionally, differences between the density of the carrier and the Capture LFR can cause the Capture
LFR to float to the top of  fertilizer or sink to bottom in water if allowed to stand still after 4-5 hours. 

 Movement of the solution in the tank will re-suspend the product and allow for uniform application and 
not affect the superior insect control that Capture LFR provides. 

Guidelines for achieving maximum success applying 
Capture LFR

Mixing with Fertilizer
 Capture LFR has excellent mixing characteristics with commonly used liquid starter / pop-up fertilizers.
 Fill tank one-half full of fertilizer, add proper amount of Capture LFR, then complete filling with fertilizer. 
 Capture LFR will remain suspended in the fertilizer with limited agitation through application (sloshing). 
 Mechanical agitation is generally not required depending on fertilizer quality. 
 Avoid allowing tank mixture to set overnight, but if it occurs, agitate the solution in the tank by one of the  

following: a) mechanical agitation (pump),  b) circulation during refilling of the tank with fertilizer,  
c) fertilizer movement (sloshing) in the tank during movement of the equipment. 

Mixing with Water – Applying w/ Capture Liquid Ready System
 Follow the same guidelines as fertilizer, providing good  tank circulation prior to & during application.
 If the mixture is allowed to remain still for an extended period, re-agitate prior to resuming product 

application.
 Avoid filling tanks on planter/tractor prior to stopping overnight.  Agitation as a result of filling tanks will re-

suspend any product that has layered out overnight ensures the product is evenly mixed in the tank and 
remains suspended. 
 Flush out sprayer and lines when you anticipate you will  not be using the system for several days to 

avoid any residue from drying and plugging tips upon re-use. 
 Capture LFR contains 50% water and therfore, mixes well with water.  However, in water containing high 

levels of calcium (hard water) or other minerals like iron or magnesium,  they can attach to LFR
molecules and cause molecules to stick together.  These are easily broken apart with mild agitation.  In 
some instances, this conglomeration of particles can build up on the fine screens (100-mesh) at the row
tip.  If this occurs, change screens to a 50-mesh screen to prevent particle buildup. 
 Be sure to use a clean water source for Capture LFR applications.  If using a 50 mesh screen on the row

nozzle, it is recommended to filter the supply water with a 50-80 mesh screen to prevent dirt particles from
contaminating the system.  

Aim Treated
Capture is a restricted use pesticide.  Always read and follow label directions. 
FMC, Capture, and LFR are trademarks of FMC Corporation.   2009 FMC Corporation. 
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